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技术参数 输入连接

Computer Computer Computer

输入连接 输入连接 DAC输出

DAC Output

有源超低音扬声器连接特点

Features

显示屏A 功能按键B 旋钮C 6.35耳机输出D

DisplayA Function buttonB

KonbC 6.35mm headphone outputD

操作说明

OPERATIONS

用于连接的电缆

Cables used for connections

电源及音箱线连接

Power supply and speaker wire connection

显示采样率。
（注：当启用静音时此处显示MUTING，当无信号输

入时此处显示NO SIGNAL）
显示输入源。
（注：当采样率大于等于96kHz时，图标显示Hi-Res）
此处显示音响模式和耳机模式，当使用前置耳机口
时显示    ，用音响播放时显示   。
（注：当按下静音功能是，此处显示   ）

Sampling rate 
（Note: When unit set mute, MUTING will show here. 
When no input signal, NO SIGNAL will show here.)
Input 
（Note: When sampling rate is no less than 96kHZ, 
Hi-Res golden logo shows here.)
Speaker mode of headphone mode. When headphone 
is playing with, it shows      , When speaker is playing 
with, it shows         .
（Note: When unit set mute,         logo shows here)
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当此处图标显示时，视为前级输出可调。当此处无图标显示时，解码输出
为固定值。
当此处图标显示时，输出经过升频处理，当此处无图标显示时，输出没有
经过升频处理。
当此处图标显示时，EQ功能开启，当此处无图标显示时，EQ功能关闭。
显示音频规格。

was up to 18 in last time usage, initial volume will be as low as 18 when 
you restart it.If volume was lower than 5 in last time usage,initial volume 
will be raising to 5 itself.
If a logo shows here, pre-output is adjustable.if no logo appears, DAC output 
is Þxed value.
If a logo shows here,the output was adjusted by ASRC function. Otherwise, 
no logo means without ASRC function adjusted.
When logo shows here,EQ function active.When no logo shows here,EQ function off.
Audio input format

Volume
A8 featured with memorizing volume function even unit is powered off.if Volume

4

4

4

4

音量大小显示。
（注：设备具有断电记忆音量大小功能，当上一次关机时的音量大于18
时，下次使用设备音量会自带降为18；当上一次关机时的音量小于5时，

下次使用设备音量自动升为5）

恢复出厂设置

机器在未通电状态下，按住开机键再通电， 直到屏幕显示文字之后，松开按键。

Factory setting
Pressing and hold the power button before the unit is electriÞed,and then 
power it on and release button until screen shows letters.

深圳市双木三林电子有限公司
地址：深圳市宝安区福永街道和平骏丰工业园B6栋8楼

电话：+86-755-27444178
http://www.smsl-audio.com
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输入方式：   USB/光纤×2/同轴×2/模拟×2
THD+N:  DAC  0.0017%
　　　　  耳机  0.0037%
　　　　  功放  0.007%
动态范围：  DAC  118 dB
信噪比：  DAC  110 dB
         耳机  101 dB
         功放  120 dB
USA传输方式： 异步传输

USB兼容性：   windows XP/7/8/8.1/10；Mac OSX10.6以上；

  Linux
位深：  USB  16bit、24bit、32bit、1bit
       光纤/同轴  16bit、24bit
采样率：  USB  PCM 44.1kHz~768kHz
       DSD  2.8224MHz~22.5792MHz
       光纤/同轴  44.1kHz~192kHz
功放输出功率： 4½  125W×2
            8½  75W×2
耳机输出功率： 32½  43mW
               64½  35mW
              150½  23mW
             300½  14mW
DAC输出电平：  2Vrms
消耗功率：  90W
待机功率：  4.5W
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A8

A B CD

A B CD

Manual

User-defined key*

Switch to control A8

Switch Function

Power ON/OF
Mute

Menu

No function

No function

Volume+

Volume-

Input switch

(图2)

OUTPUT

Speakers out

2-11

SP

(Figure 2)

OUTPUT

Speakers out

2-11

SP

(图3)

EQ-MODE

1-3

3-11

DIRECT

(Figure 3)

EQ-MODE

1-3

3-11

DIRECT

TREBLE

0dB

4-11

TREBLE

(图4)

TREBLE

0dB

4-11

TREBLE

(Figure 4)

(图1)

INPUT
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USB

INPUT
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USB
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(主界面)

(图5)

BASS

0dB

5-11

BASS

(Figure 5)

BASS

0dB

5-11

BASS

ASRC

ASRC BYPASS

6-11

OFF

(图6)

ASRC

ASRC BYPASS

6-11

OFF

(Figure 6)

FS-DISP

Input Frequency

7-11

DIR

(图7)

PRE-AMP

Pre AMP OFF

8-11

OFF

(图8)

FN-KEY
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OUTPUT

(图9)
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SpeciÞcations

Input:   USB/Optical×2/Coaxial×2/ANALOG×2
THD+N:  DAC  0.0017%
　　　　  Headphones  0.0037%
　　　　  Speakers  0.007%
Dynamic range:  DAC  118 dB
SNR:  DAC  110 dB
         Headphones  101 dB
         Speakers  120 dB
USB transmission:  asynchronization
USB compatibility:   windows XP/7/8/8.1/10；Mac OSX10.6 
  or later；  Linux
Bit depth:  USB  16bit、24bit、32bit、1bit
       Optical/Coaxial  16bit、24bit
Sampling rate:  USB  PCM 44.1kHz~768kHz
       DSD  2.8224MHz~22.5792MHz
       Optical/Coaxial  44.1kHz~192kHz
AmpliÞer power: 4½  125W×2
            8½  75W×2
headphone ampliÞer power: 
 32½  43mW
               64½  35mW
              150½  23mW
             300½  14mW
DAC output level:   2Vrms
AmpliÞer consumption:  90W
Standby power:   4.5W

21 22

Shenzhen Shuangmusanlin Electronics Co., Ltd.
Address:8th Floor B6 Building Jun Feng Industrial Park  Fuyong town  , ,
BaoAn District Shenzhen  China,
Tel: +86-755-27444178
http://www.smsl-audio.com

The lightning lash with arrowhead symbol, with in an equilateral triangle, 
is intended to alert the user to the presence of uninsulated "dangerous 
voltage" within the product's enclosure that may be of sufficient 
magnitude to constitute a risk of electric shock to persons.

The exclamation point within an equilateral triangle is intended to alert the 
user to the presence of important operating and maintenance (servicing) 
instructions in the literature accompanying the appliance.

Safe use only under�elevation 2000m.

Safe use only in the non- tropical climate conditions.

CAUTION:

TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER (OR 

BACK)

COLOR

1-6

10-11

WHITE

(图10)

COLOR

1-6

10-11

WHITE

(Figure 10)

DIMMER

1-6

11-11

LEVEL1

(图11)

DIMMER

1-6

11-11

LEVEL1

(Figure 11)

主菜单的页码总数；
当前菜单所在页码数；
菜单项目；
菜单内容；
菜单内容状态指示。

操作说明
1.功能键在主界面下长按关机。
2.功能键在主界面下短按进入主菜单界面；在主菜单下短按进入菜单内容；

在菜单内容下短按返回主菜单。
3.功能键在主菜单或菜单内容下长按，返回主界面。
4.旋钮在主界面旋动视为加减音量；在主菜单旋动切换菜单项目；在菜单内

容旋动切换内容。

How to operating
1. Press and hold the function button to power on/off unit under main interface 

status.
2. Press the function button enters main menu display under main interface 

status;It enters sub-menu selections display by press function button under 
main menu status;Press function button returns to main menu display.

3. Press and hold function button returns to main interface display under 
main menu or sub-menu selections status.

4. Turn the knob clockwise to increase the volume or counterclockwise to 
decrease the volume on the unit under main interface display status. 
Revolving the knob to switch menu items under main menu display status.

在主界面短按功能键进入A8菜单选项，旋动旋钮选择所需要的内容。

当前显示USB输入的方式进行播放，通过旋动旋钮进行
输入方式的切换。
设备共有7种输入方式。

当前显示BASS为自定义低音调节，旋动旋钮调节低音效果。

该菜单调节范围（-10dB~10dB）。

（注：当机器EQ处于直通或SDB状态时，调节低音效果，机

器EQ模式自动切到自定义状态，低音调节带记忆功能。）

Turning the knob is able to adjust bass level.Figure 
shows bass adjustment function on.
Bass adjustment range is -10dB to 10dB.
(NOTE: When you adjust BASS at DIRECT or SDB EQ 
mode status,the EQ mode will automatically 
S w i t c h t o T O N E m o d e . B A S S a d j u s t m e n t w i t h 
memorizing function.)

当前显示ASRC方式进行信号处理，旋动旋钮对信号进
行异步采样率处理。
该设备异步采样率处理共有4级。

Signal processing with ASRC mode as shows in Þgure 6.
Turning the knob to process asynchronous sample rate.
Totally four levels selections for asynchronous sample 
rate processing.

说明当前异步采样率处理状态。（如表格）

ASRC setting  (As chart below)

输入源 异步转换设置

光纤/同轴 USB
OFF

(ASRC 
BYPASS)

1X INPUT 
FREQ

2X INPUT 
FREQ

4X INPUT 
FREQ

DSD

信号源采样率 机器内部采样频率

kHz kHz MHZ
44.1 44.1 44.1 44.1 88.2 176.4 -
88.2 88.2 88.2 44.1 88.2 176.4 -

176.4 176.4 176.4 44.1 88.2 176.4 -
- 352.8 352.8 352.8 352.8 352.8 -
- 705.6 705.6 705.6 705.6 705.6 -

48 48 48 48 96 384 -
96 96 96 48 96 384 -

192 192 192 48 96 384 -
- 384 384 384 384 384 -
- 768 768 768 768 768 -

标记 表示采样率不经过转换

Input source ASRC setting

Optical/
Coaxial  

USB
OFF

(ASRC 
BYPASS)

1X INPUT 
FREQ

2X INPUT 
FREQ

4X INPUT 
FREQ DSD

Signal sample rate  AmpliÞer internal sampling rate
kHz kHz MHZ

44.1 44.1 44.1 44.1 88.2 176.4 -
88.2 88.2 88.2 44.1 88.2 176.4 -

176.4 176.4 176.4 44.1 88.2 176.4 -
- 352.8 352.8 352.8 352.8 352.8 -
- 705.6 705.6 705.6 705.6 705.6 -

48 48 48 48 96 384 -
96 96 96 48 96 384 -

192 192 192 48 96 384 -
- 384 384 384 384 384 -
- 768 768 768 768 768 -

grey color   it means sampling rate without convert

当前频率(DIR)显示为，输入源数字信号采样率，旋动
旋钮切换采样率显示方式。
该设备显示采样率方式有2种。

当前显示设备字体颜色为WHITE(白色)，旋动旋钮切换
设备字体颜色。
该设备共有6种字体颜色。

White font as display shows,turning the knob to switch 
font color.Totally six kinds of font color setting.

当前显示LEVEL1代表设备屏幕亮度为1级，旋动旋钮切
换设备屏幕亮度。
该设备亮度调节共有6级。

This unit get six different dimmer level,turning the knob 
to set it.

输入方式菜单（图1）

A8菜单界面总体显示内容（如图）

主界面

Main interface display

当前显示SP输出方式，旋动旋钮切换输出方式。

设备共有3种输出方式，解码输出默认在打开状态。

Speaker output mode as showing in Þgure 2.Turning 
the knob to switch ouput mode.
There are totally three kinds of ouput mode.The factory 
default output is DAC.

输出方式菜单（图2）

Output mode menu (Figure 2)

异步采样率转换（图6）

ASRC (Figure 6)

频率显示方式（图7）

前级输出音量可调（图8）

自定义按键（图9）

亮度调节菜单（图11）

Dimmer setting (Figure 11)

颜色选择菜单（图10）

Font color setting menu (Figure 10)

设备共有三种EQ模式，分别是直通，SDB，自定义，旋
动旋钮进行切换。
（注：解码输出不带EQ效果；EQ效果无法叠加。）

DIRECT,SDB,TONE are the EQ selectable mode. Turning 
the knob to switch select.
(NOTE: When DAC output, it will be without EQ function 
and EQ function can not overlay.)

EQ模式菜单（图3）

EQ mode menu (Figure 3)

当前显示TREBLE为自定义高音调节，旋动旋钮调节高
音效果。
该菜单调节范围（-10dB~10dB）。

（注：当机器EQ处于直通或SDB状态时，调节高音效

果，机器EQ模式自动切到自定义状态，高音调节带记
忆功能。）

高音调节菜单（图4）

Turning the knob is able to adjust treble level. Figure 
shows treble adjustment function on.
Treble adjustment range is -10dB to 10dB.
(NOTE: When you adjust treble at DIRECT or SDB EQ 
mode status, the EQ mode will automatically 
Switch to TONE mode. Treble adjustment with memorizing 
function.)

Treble adjustment menu (Figure 4)

低音调节菜单（图5）

Bass adjustment menu (Figure 5)

等边三角形中有箭头闪电标号的图形表示警告使用者在产品内有非

绝缘的“危险电压”，可能会对人体造成很大的电击危险。

等边三角形中有感叹号的图形表示警告使用者该设备在操作与维护

（维修）方面应严格按照所附设备说明书。

仅适用于海拔2000m以下地区安全使用。

仅适用于非热带气候条件下安全使用。

注意：为了完全切断本机的电源，请从墙上插座中拔出插头。电源插头用于完全中断机器的电源供应

WARNING: TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, DO NOT 
EXPOSE THIS APPLIANCE TO RAIN OR MOISTURE.

安全注意事项

Safety Notes

关于遥控器

Remote controller Remote controller

注意：

为防电击，请勿打开机盖（或后盖）。本机内部无使用者可以维修的部件。

请委托有资格的技术人员进行维修。

注意
触电危险，
请勿打开。

RISK OF ELECTRIC SHOCK
DO NOT OPEN

CAUTION

A8是双木三林和丹麦ICEpower公司合作经过2年研发的一款数字

功率放大器。

使用丹麦ICEpower公司生产的125ASX2(125W×2)功放模组，具

备高功率输出和超低失真度。

采用AKM公司高端的音频解码芯片AK4490，其卓越的性能和带浮

点运算的数字滤波器，被多个品牌的顶级DAC采用。

采用第二代XMOS方案        XCore200(XU208)，PCM采样率最高

支持32bit/768kHz，DSD支持到DSD512，独家定制支持Native 
DSD的驱动程序，处于行业领先地位。

内置异步升频功能，消除数字接收的时钟抖动。

内置双木三林专利音效SDB（SMSL Dynamic Bass）

内置黑胶唱机放大器。

A8 digital ampliÞer developed and launched with co-operation from 
ICEpower company.

ICEpower 125ASX2(125W×2) used as ampliÞer module which featured 
with big power  Output and ultra-low distortion.

Superior DAC chip AK4490 ,It’s advanced performance and ßoating point 
arithmetic digital Þlter are used by many top brands.

Using the 2nd gerneration of XMOS USB audio solution Xcore200 Xu208, 
PCM sampling rate support up to 768K and DSD512, Driver is exclusively 
customized and support native DSD,which is very advanced in audio 
range.

ASRC function can delete clock jitter from digital receiving signal.

Built-in SDB sound which patented belongs to SMSL (SMSL Dynamic 
Bass) .

Built-in phono stage.

备注：

SDB介绍：

双木三林公司专业的音效，能有效的提升声音的还原度，此音效不
只对低音进行提升，同时还会根据当前的音乐信号对高音和低音进
行动态调节，以达到最佳的欣赏效果！

SDB:
SDB sound which patented belongs to SMSL, it improves the Þdecity of 
sound. For the best sound effects, SDB is not only improve BASS, but also 
will adjust dynamic for bass and treble according to Input source.

1

1

2

2

3

3

如果遥控器距离本机很近时操作仍无效，请用新电池更换。

如果要长时间不使用遥控器，请取出遥控器的电池。

按照电池处置的地方性法规处置废旧电池。

Insert the speciÞed batteries in the remote control.

Do not short-circuit,disassemble,heat or dispose ofbatteries in ßames.

Do not keep the battery in a place exposed to direct sunlightor in places 
with extremely high temperatures,such as near a heater.

连接注意

所有连接完成前，请勿插入电源线。

进行连接时，请同时参照其它组件的操作说明。

请确保正确连接左右声道（左侧接左声道，右侧接右声道）。

请勿将电源线和输入输出线捆扎在一起。否则可能导致嗡嗡声或噪音。

Cautions

*Do not plug in the power cord until all connections have been completed.
*Be sure to connect the left and right channels properly and right.
*Pls refer to instrustion manual.
*Do not bundle power cords together with connection cables.Doing so can 
result in  Humming or noise.

*备注

音频电缆、光纤电缆、同轴数字电缆需要另购。

*Notes:  

Audio cable,optical cable and coaxial cable are not included in A8 package 
box,If needed,users need to buy themself.

遥控器功能介绍

第⼀次操作A8时，先按A键。

注意

无功能

开关机

静音

音量加

菜单

切换功能

音量减

音源选择

自定义按键

切换至控制A8

无功能

FN自定义按键，在FN-KEY菜单下，可
以定义为：

①切换输出;
②切换EQ; 
③切换升频。

*FN user-deÞned function key can 
deÞne as:

① Input switch
② EQ switch
③ ASRC switch

30° 30°
大约8米(26英尺)

遥控器使用工作范围

音频电缆*

光纤电缆*

同轴数字电缆*

Coaxial cable*

USB电缆

注：输出接口可以连接功放，耳放，有源音箱等。CD/DVD/BD播放机等 黑胶唱机连接

带有接地
线的插座

音箱线去皮8-10mm(超出10mm容易短路)

1.反转螺帽

裸
线

接
法

香
蕉

头
接

法

2.侧面对孔插入音箱线
3.顺转螺帽，锁定音箱线

上图为正确安装图

下图音箱线去皮长容易短路

对准插口插进去

R
R

L
L

R
R

L
L

唱机接地线

（耳机放大器）

RL

RL

L R

RL

RL

L R

电脑/数字媒体播放器
数字音源

 或 

安装了媒体播放器的计算机

 或 

 或 

RL

RL

RL

RL

L

L

R

R

数字/模拟设备

 或 

8-10mm

8-10mm

温馨提示：A8 USB驱动请前往http://www.smsl-audio.com下载。

COAXIAL
OUT

COAXIAL
OUT

COAXIAL
OUT

COAXIAL
OUT

OPTICAL
OUT

OPTICAL
OUT

OPTICAL
OUT

OPTICAL
OUT

超低音扬声器

至交流电插座

左前扬声器 右前扬声器

扬声器输出端子

USB ���� COAX1 ���� COAX2 ���� OPTI1

                                     CD ���� PHONO ���� OPTI2

(Figure 1)

INPUT

1-7

1-11

USB

USB input source music is playing with currectly. Turning 
the knob to switch input, A8 totally featured with seven 
kinds of input.

Input mode menu (Figure 1)

USB    COAX1    COAX2    OPTI1

CD    PHONO    OPTI2

SP(喇叭)    HP(耳机)

  (Speakers out)喇叭输出    (Headphones out) 耳机输出

SP    HP

(Speakers out)    (Headphones out)

DIRECT    SDB    TONE

DIRECT    SDB    TONE

输入方式(图1)    输出方式(图2)    EQ模式(图3)    高音调节(图4)
 

采样率显示方式(图7)    异步采样率转换(图6)    低音调节(图5)
           

前级输出音量可调(图8)    自定义按键(图9)    颜色选择(图10)    亮度调节(图11)

OUTPUT(输出方式)    EQ(音效)    ASRC(异步采样率转换)

Pre AMP OFF(关闭前级输出可调)    Pre AMP ON(打开前级输出可调)

             OFF    1X    2X    4X

             OFF    1X    2X    4X

DIR(频率)    ASRC(异步采样率转换)

Input Frequency(输入源数字信号采样频率)

True Frequency(机器内部采样频率)

FS-DISP

Input Frequency

7-11

DIR

(Figure 7)

DIR stands for digital input sample rate.Turning the 
knob to switch sample rate display mode.
Two way sample rate display of A8.

Sample rate display (Figure 7)

DIR    ASRC

Input Frequency    True Frequency

LEVEL1    LEVEL2    LEVEL3

�   LEVEL6    LEVEL5    LEVEL4

LEVEL1    LEVEL2    LEVEL3

�   LEVEL6    LEVEL5    LEVEL4

WHITE(白色)    RED(红色)    GREEN(绿色)

PURPLE(�色)    YELLOW(黄色)    BLUE(蓝色)

WHITE    RED    GREEN

PURPLE    YELLOW    BLUE

当前显示OFF时代表设备前级输出音量不可调，旋动旋

钮切换为ON时，代表设备前级输出音量可调。当设备
输出为喇叭时，打开前级输出可调功能，设备的喇叭输
出将会关闭；当设备输出为耳机时，打开前级输出可调
功能，设备的耳机输出不会关闭。
注：在使用耳放功能时，打开前级音量输出可调功能，
调节音量旋钮是同时控制。

PRE-AMP

Pre AMP OFF

8-11

OFF

(Figure 8)

Pre Amp volume adjustable (Figure 8)

Pre AMP OFF    Pre AMP ON

If screen shows "off" under this sub-menu display, it 
means that Pre amp output can not set volume. Turning 
the knob and switch to "ON",the volume will be adjustable.
When the unit play with speaker output and pre Amp 
function on,The unit speaker output will be off.When 
the unit play with headphone output and pre Amp 
function on,The unit headphone output is working also.
Note:When the unit play with headphone and PreAMP 
function on,the volume knob controls both.

当前显示OUTPUT代表遥控器FN键被定义为切换输出方
式快捷键，旋动旋钮改变FN快捷键内容。该设备自定
义按键共有3种。

FN-KEY

1-3

9-11

OUTPUT

(Figure 9)

FN-KEY (Function Key on remote) (Figure 9)

OUTPUT    EQ    ASRC

FN key only for packed remote control.
Pressing FN key on remote to set totally three kinds of 
under-deÞned functions.
Output menu as display setted by FN.Turning the knob 
to switch user-deÞned function under this FN KEY sub-
menu.

Operating range of the remote control

30° 30°
Approximately 8 m(26 ft)

Note

When you Þrst operate A8, press 
the A key Þrst

USB cable

Audio cable*

Optical cable*

2. Side insert 
speaker cable

Using the Banana 
plugs

1. Rotary screw cap. 3. lock the speaker cable

[CORRECT]

Bare wire is too long, 
cause a short-circuit.

[WRONG]

Computer
Digital Audio Player

OR

OR

OR OR

CD/DVD/BD Player Turntable connection

Wall outlet

Bare wire length

Grounding

Digital/Analog equipment

NOTE:
The input jack can connect with ampliÞer,headphone ampliÞer and active speaker.

(Headphone ampliÞer)

INPUT

1-7

1-11

USB

12

3

4

5

1
2
3
4
5

Total main menu selection pages
Current page for selected menu
Menu item name
selected mode for this menu
menu status

A8 main menu display.

Input mode(Þgure 1)    output mode(Þgure 2)    EQ mode(Þgure 3)

ASRC(Þgure 6)    Bass adjustment(Þgure 5)    Treble adjustment(Þgure 4)
 

Sampling rate mode display(Þgure 7)    Pre-Amp output(Þgure 8)
           

Dimmer setting(Þgure 11)    Font color setting(Þgure 10)    Function key(Þgure 9)

Press the function button enters main menu under main interface status 
display and then select the items by revolving the knob.

00

192kHz

PCMPRE 5RC

87654

1

2

3

(Main interface display)

Note: Please visit http://www.smsl-audio.com to download A8 USB driver.

Active subwoofer speaker connection

Left Speaker Right Speaker

Subwoofer Speaker

To wall outlet
Speaker output jack
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